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1. 서론
Hong et al. [1] 연구에 따르면 동관은 뛰어난 내식성을 보여준다 [2-7].
2. 실험 방법
구리 배관의 외면의 표면 사진(Fig. 1a)과 내면의 표면 사진(Fig. 1b)를 살펴보면~ .
Table 1. Weight fraction variation as a function of time [4-6] 
	Year
	1970
	1980
	1990
	2000
	2010

	wt%
	30 
	60 
	90
	150 
	250 


(표 삽입시 그림 제목과 해당 내용 영문으로)
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Fig. 1. Oxide scale on the surface of copper pipe in (a) inner and (b) outer regions
(그림 삽입시 그림 제목과 해당 내용 영문으로)

2H＋ + 2e－ → H2                                                    (1)

(문장 중에 수식 언급시 equation (1), equation (2) 로 나타낸다)
3. 결과 요약
본 실험결과는 ~ .
References
1. K. T. Kim, Y. R. Yoo, and Y. S. Kim, Atmospheric Corrosion and Surface Appearance of Galvalume Steel following Outdoor Exposure for 36 Months: A Korean Study, Corrosion Science and Technology, 19, 326 (2020).
2. G. D. Hong and Y. H. Kim, Proc. 5th Corrosion History Conf., p. 32, Korean Corrosion History Institute, Seoul, Korea (2011).

*발표자 
†Corresponding author: gdhong2000@hankook.ac.kr 
[붙임2-2] 논문 예시(영문)
Korean Corrosion History 
Gil-Dong Hong1,† and Young-Hee Kim2
1Department of Materials Science and Engineering, Hankook University, Sejong-si, 12345, Korea
2Department of Korean History, Hankook University, Sejong-si, 12345, Korea 
Abstract: Copper metal is widely used in~ (150-200 words)
Keywords: corrosion, erosion, oxidation, metal, electrochemical society (Maximum 5 keywords)
†Corresponding author: gdhong2000@hankook.ac.kr 
Gil-Dong Hong: Professor, Young-Hee Kim: Ph. D. Student
1. Introduction
According to Hong et al. [1], copper has superior corrosion resistance [2-7]. 
2. Experimental Methods
Inner surface (Fig. 1a) and outer surface (Fig. 1b) of copper pipe show~
Table 1. Weight fraction variation as a function of time [4-6] 
	Year
	1970
	1980
	1990
	2000
	2010

	wt%
	30
	60
	90
	150
	250
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Fig. 1. Oxide scale on the surface of copper pipe in (a) inner and (b) outer regions (example)
2H＋ + 2e－ → H2                                                    (1)
According to equation (1), ~
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1. 서론 
Hong et al. [1] 연구에 따르면 동관은 뛰어난 내식성을 보여준다 [2-7]. (내용, 바탕체, 글자크기 12 point, 줄간격 160%)
2. 연구방법
2.1 연구방법 소제목
구리 배관의 외면의 표면 사진(Fig. 1a)과 내면의 표면 사진(Fig. 1b)를 살펴보면~ (내용, 바탕체, 글자크기 12 point, 줄간격 160%)
Table 1. Weight fraction variation as a function of time [4-6] 
	Year
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	1990
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Fig. 1. Oxide scale on the surface of copper pipe in (a) inner and (b) outer regions (example)
(그림 삽입시 그림 제목과 해당 내용 영문으로)
2.2 연구방법 소제목
내용 (바탕체, 글자크기 12 point, 줄간격 160%)
3. 연구결과 및 고찰
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